TYPICAL DETAIL "A"

TYPICAL POWER SEPARATION
AT POLE
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TYPICAL DETAIL "D"

TYPICAL TRANSFORMER AND POWER RISER
SEPARATION WITHOUT GUARD ARM
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GROUNDED TRANSFORMER TANK
DR OTHER GROUNDED EQUIPMENT
SUCH A5 CAPACITOR RACK,
RECLOSER TANK, ETC,
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TYPICAL DETAIL "B

SEPGRATION REQUIREMENTS FOR MID-SPAN
aND aT CROSSINGS

NEUTRAL CONDUCTOR

12 MIK
_ .. FROPOSED CABLE ___l LINE OF SIGHT

e Y i ot e e e m— — o — T o i ot i — — s e e

18' MIN, DVER PUBLIC STREETS, ALLEYS, ROADS,
PARICING AREAS SUBJECT TO TRUCK TR&FFIC,
DRIVEWAYS ON OTHER THAN RESIDENTIAL FRUFERTY.

15° MIN, OVER RESIDENTIAL PROPERTY AMD
DRIVEWAYS, aND COMMERCIaL aREAS NOT
RBJECT IO TRUCK TR&FFIC.

EXISTING GROLRD LINE —-.\‘

THE VERTICAL SEPBRATION FROM NEUTRAL CONDUCTORS SHALL BE INCREASED
80 THAT THE LDWEST FOINT OF THE MEUTRaL CONDUCTOR (IN THE SPAN OR
AT THE CROSSIMCIWILL BE AT LEAST 12 INCHES a80VE THE COMMUNICATION
CABLE aATTACHMENT LEYEL (LINE OF SIGHT!AS ILLUSTRATED ABOVE.

TYPICAL DETAIL "E"

TYPICAL DISCONNECT BOX INSTALLATION

DISCONMECT BOX SHALL
BE INSTALLED AT LEAST
3 FT, aBOVE GROUND LEVEL

- {"RIGID RISER

GROUND L INE

NN

VANY/ANNY

A *RIGID CONQUIT
DIRECTLY TO CABINET

Guldefines o Usage Un Mefiic Frojects

Whon theao dotolts ore Incorporalod into pians ond or projects tot arc? bOIng prefpared o
constructod Tn motrle unfls, exoct or proofse cawerston 10 motrfe wnifs Ts nof roguirod.

The dimensiong ghown that are In Feed arg Tnshee may b2 oonverfed 1o corresponding
metrie whiie using the tollowing  ~ Hounged-Urt™ qerverglon foctors: I -dhmm,

4 =000, and 12" or ' =300mm. A measurement notes ihal refer o iinear Feet and
squere yvords shall be lriterprefea 12 mean finesr mefers ong square mefers.
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TYPICAL ODETAIL *"C"

STREET LIGHT BRACKET SEPARATION

NOTE: SEE TABLE BELOW
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VERTICAL CLEMRANCES NT THE =0LE FOR SPAN WIRZS

"

AND BRACKE™S FOR STR=zZET LIGHTS (RULE 2380°)

CLEARANCE (N,

TYPE OF CLEARANCE I CFTCCTIYCLY
GROUNDED
ACOYC COMMUNICATION 20 (@)
CROSS ARMS
BELDY COMMLNICAT.ON 24
CROSS aRMS
ABOYE COMMUNICAT.IN 4
CABLES
BELO'Y COMMUNIZATIONM
CAQLLS 4

FROM COMMUNICATION
TCRMINAL OOXCS
FROM COMMUNICSTION 3RACKETS

BRIDLE WIRE RINGS, 4
ARD DRIVZ HDOKS
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1¥ nNOT EFFECTIVELY GROUNDED
FOR LUMINAIRZS

FOR TRCL_EY
CONDUCTORS

28 (A

24

12

12

12 B}

NOTES n. MY BE REDUCEC TO 12 IN, FOR WIRES DR PARTS OF BRACKETS 48 (N, OR MORZ

FROM SURF2CE OF POLE

G, Ir COTAINAQLL IM NOT, MAXIMUM Q3TAINAZLE

« DEPARTMENT OF TRANSPORTATION
< STATE OF GEOQRGIA

'§ TRAFFIC SIGNAL DETAIL
SUTILITY CLEARANCE DETAIL
:

- DETAL HURELR
: APRIL 2010 | 75-08

10-23




